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Total Height: 235 mm
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Technical Specification Sheet - Rev. 00 - November 2007 -

Lantern: MELDANS

This lantern complies with CEI regulation standards and its
protection classification is IP66. This UNI EN 1706-compliant
aluminium die cast lantern consists of the following parts:

1) One upper aluminium die cast unit.

2) One lower aluminium die cast part (B) has an inner grey
painting colour specifically designed to increase the lamp light
power. Its tilting mechanism on the upper lantern part provides
an easy access to its light unit box and components.

3) A decorative aluminium die cast element (C) to apply the
lantern onto the pole.

4) One elliptical tempered glass screen (D).

5) One anodised aluminium reflector (E) with "road traffic zone"
features and a shape able to help the luminous flux be
asymmetrical and mainly transversal.

6) One plastic shutter (F) with bayonet coupling for lamp
replacement.

7) One sealing screw providing an easy access to the light unit
box and its components.

8) One power line knife switch (G) disconnecting the power
supply when accessing the lantern so as to prevent any
electric shock.

9) One plastic insulating bracket (H) with a power unit installed
onto it.

10) One plastic cable holder.

11) E27 or E40 lamp holder.

12) Stainless steel screws.

13) One disconnectable fuse with its fuse holder. Each wiring

component, such as igniter, ballast, capacitor, etc. can be

separately replaced.

This lantern complies with the light pollution prevention
regulations and is light-emission free above 90 degrees.

The procedure aimed at achieving the ENEC (European Norms
Electrical Certification) mark can be carried out on request.

Standard Components

One transparent tempered glass screen. An "ice glass" version
is available on request.

I/ll insulation class 230 V voltage 50 Hz frequency power supply
unit with cos fi 0.9 (power factor corrected) and terminal block
with disconnectable fuse holder (available on request).

The available power options are listed in the following table.
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